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SDA - M-BSPP C

Carbon
steel

Part no
AISI 316L part no Descrizione Quantità minima per scatola Dimensione tubo Filetto

SDA120 1/4 M-BSPP C 1/8 20 DN4 1/8 19 1/4 "

SDA121 1/4 M-BSPP C 3/16 20 DN5 3/16 19 1/4 "

SDA122 SDA822 1/4 M-BSPP C 1/4 20 DN6 1/4 19 1/4 "

SDA142 SDA842 3/8 M-BSPP C 1/4 20 DN6 1/4 19 3/8 "

SDA152 1/2 M-BSPP C 1/4 20 DN6 1/4 14 1/2 "

SDA143 SDA843 3/8 M-BSPP C 5/16 20 DN8 5/16 19 3/8 "

SDA144 SDA844 3/8 M-BSPP C 3/8 20 DN10 3/8 19 3/8 "

SDA154 SDA854 1/2 M-BSPP C 3/8 20 DN10 3/8 14 1/2 "

SDA145 3/8 M-BSPP C 1/2 20 DN12 1/2 19 3/8 "

SDA155 SDA855 1/2 M-BSPP C 1/2 20 DN12 1/2 14 1/2 "

SDA156 1/2 M-BSPP C 5/8 2 DN16 5/8 1/2 "

SDA166 SDA866 5/8 M-BSPP C 5/8 2 DN16 5/8 14 5/8 "

SDA177 SDA877 3/4 M-BSPP C 3/4 2 DN20 3/4 14 3/4 "

SDA187 1 M-BSPP C 3/4 2 DN20 3/4 1 "

SDA188 SDA888 1 M-BSPP C 1 2 DN25 1 11 1 "

SDA198 1+1/4 M-BSPP C 1 12 DN25 1 1+1/4 "

SDA199 SDA899 1+1/4 M-BSPP C 1+1/4 2 DN32 1+1/4 11 1+1/4 "

SDA1TT 1+1/2 M-BSPP C 1+1/2 2 DN38 1+1/2 1+1/2 "
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