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Male JIC | Male Type-M

Part no. Description Side A Side B ID HEX L MAWP

D9EMD
04MF09
01

1/4 M-JIC|M-TM 9/16 20k 316D 1/4 9/16 2.4 5/8 | 16 38 20k

D9EMD
06MF09
01

3/8 M-JIC|M-TM 9/16 20k 316D 3/8 9/16 2.4 5/8 | 16 38 20k

D9EMD
06MF14
01

3/8 M-JIC|M-TM 7/8 20k 316D 3/8 7/8 3.8 1 | 26 48 20k

D9EMD
06MF16
01

3/8 M-JIC|M-TM 1 20k 316D 3/8 1.00 5.2 1 | 26 45 20k

D9EMD
08MF09
01

1/2 M-JIC|M-TM 9/16 20k 316D 1/2 9/16 2.4 13/16 | 21 42 20k

D9EMD
08MF12
01

1/2 M-JIC|M-TM 3/4 20k 316D 1/2 3/4 8 13/16 | 21 45 20k

D9EMD
08MF14
01

1/2 M-JIC|M-TM 7/8 20k 316D 1/2 7/8 3.8 1 | 26 50 20k

D9EMD
08MF16
01

1/2 M-JIC|M-TM 1 20k 316D 1/2 1.00 8 1 | 26 47 20k

D9EMD
08MF21
01

1/2 M-JIC|M-TM 1+5/16 20k 316D 1/2 1+5/16 8 1+3/8 | 35 50 20k

D9DMD
12MF14
01

3/4 M-JIC|M-TM 7/8 15k 316D 3/4 7/8 3.8 1+3/16 | 30 57 15k

D9DMD
12MF160
1

3/4 M-JIC|M-TM 1 15k 316D 3/4 1.00 10 1+3/16 | 30 54 15k

D9DMD
12MF210
1

3/4 M-JIC|M-TM 1+5/16 15k 316D 3/4 1+5/16 11 1+3/8 | 35 55 15k
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